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产品名称 Product Name：改性环氧丙烯酸酯树脂
Modified epoxy acrylate resin

产品代号 Product Code：EA1280

特性 Features：
 固化速度快，硬度高;Fast curing speed and high

hardness;

 低粘度;Low viscosity;

 高性价比;Cost - effective

性能指标：Performance indicators:

外 观 Appearance

（25℃）：

水白透明粘稠体

Water - white and transparent

viscosity

色 数 Chromatic

number（ Fe-Co）：
≤30

粘 度 Viscosity： 5000±2000 cps（25℃）

官能度 Functional： 2

固含 Solid content： 100%

酸价 Acid value ≤3

包装规格 Packing：
20kg/200kg

用 途 Application：
木器辊涂底面。Wood surface of wood roller

丝印光油。Silk printed oil

朔胶喷涂光油。Shuspray spray spray spray

贮 存 Storage:
EA1280 树脂请保存阴凉或避光干燥处，并避免阳光和热

源；EA1280 resin, please keep cool or dry places, and avoid

sunlight and heat sources;

储存温度不超过 40℃，正常状况下储存稳定性至少 6 个

月；Storage temperature shall not exceed 40 ℃, and storage

stability for at least 6 months under normal conditions;

安全性 Safety：
因树脂的特殊性不可与活性胺共用，其它需做好全面应用

检测方可投入使用。Because the particularity of resin

can not be shared with active amine, other need to be

done in comprehensive application testing before

being put into use.

操作时请戴防护器具，避免直接接触皮肤、眼睛或衣物，

如不慎粘触，请以皂水清洗。详细说明请参阅【物质安全

资料表】Wear protective equipment during operation to

avoid direct contact with skin, eyes or clothing. Wash

with soapy water if sticky. Please refer to [MSDS]

每批次货物需检测后才能投入生产；Each batch of goods

needs to be tested before being put into production;

说明：以上数据仅供参考，其真实性和完整性以实际产品

值为准。 Note: the above data is for reference only, its

authenticity and integrity are based on the actual product

value.
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