
EA1278产品说明书
Technical Data Sheet

销售商:广东顺德本诺新材料有限公司
Vendors: Guangdong Shunde Bennuo New Material Co. Ltd
电话Tel:0757-22812771;传真Fax:0757-23275835;邮编Zip:528311

地址：广东省佛山市顺德区北滘新城区怡和中心 601.

Address: 601 Yihe Center, Beijiao Xincheng District,

Shunde District, Foshan City, Guangdong Province .

生产商:南雄市三本化学科技有限公司
Manufacturer: Nanxiong Sanben Chemical Technology
Co., Ltd
电话 Tel:0751-6925031;传真 Fax:0751-6925032;邮编 Zip:512400

地址:广东省韶关南雄市珠玑工业园平安一路 7号
Address: No.7 Ping An Road, Zhuji Industrial Park, Nanxiong
City, Shaoguan City, Guangdong Province

官网：www.sunb88.com 买化塑 智慧商铺：

2020版

性能指标：Performance indicators:

特 性 Features：

用 途 Application：

贮 存 Storage:
本品用铁桶包装，须远离碱性物质、氧化剂、过氧化物、重

金属、还原剂类物质等。This product is packed in iron drums

and must be kept away from alkaline substances, oxidants,

peroxides, heavy metals, reductants, etc.

请保存阴凉或避光干燥处，并避免阳光和热源；储存温度不

超过 40℃，正常状况下储存稳定性至少 6个月。Keep cool or

dry, avoid sunlight and heat; store temperature not more than

40℃, store stability for at least 6 months under normal

conditions.

安全性 Safety：
①对皮肤眼睛有轻微刺激性，接触后须立即用肥皂和大量水

冲洗，严重者立即就医。Slight irritation to skin and eyes, rinse

immediately with soap and plenty of water after contact, and

consult a doctor immediately in severe cases.

②适用灭火剂：水、泡沫、干粉、二氧化碳。Fire extinguishers

applicable: water, foam, dry powder, carbon dioxide

③环境预防措施：不可排入排水沟。 Environmental

precautions: do not drain into the drain.

④闪点 flash point：＞100℃；爆炸性：无， Explosive: none，

自燃点：无。 Self-burning point: none.

说明：以上数据仅供参考，其真实性和完整性以实际产品

值为准。 Note: the above data is for reference only, its

authenticity and integrity are based on the actual product

value.

产品名称 Product Name：二官能度改性环氧丙烯酸酯低聚物
Two functional modified epoxy acrylate oligomers

产品代号 Product Code：EA1278

外 观 Appearance

（25℃）：

无色至微黄透明液体

Colorless to yellowish transparent

liquid

色 数 Chromatic

number（ Fe-Co）：
≤1#

粘 度 Viscosity： 50000-70000 cps（25℃）

官能度 Functional： 2

固含 Solid content： ≥ 98%

酸值 Acid value
≤6

包装规格 Packing： 20kg/220kg

 耐黄变耐候性佳； good resistance to yellowing and

weathering;

 固化速度快，光泽高，柔韧性好；Fast curing, high

gloss, good flexibility;

 高性价比。High cost performance.

适用于 UV丝印，木器辊涂、淋涂，特别适用于白底

白面，以及纸张光油。

For UV screen printing, wood roller coating, drenching

coating, especially for white background and whitefinish,

and paper polish.

http://www.sunb88.com

